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например, метрика правильно считалась) и добавили две строчки в карту framerelay, сообщив, что 
192.168.0.2 находится за DLCI-ем 102, а 192.168.0.3 – за 103. Слово broadcast означает в данном 
контексте вот что: Сам FR не поддерживает широковещательный трафик, но если мы задаём это 
слово, то при необходимости отправки брудкаста, он будет заменён на множество юникастовых 
фреймов – для всех получателей. Без этого слова не будут работать, например, протоколы 
динамической маршрутизации. 

Настройка R2: 

R2#configure terminal 
Enter configuration commands, one per line.  End with CNTL/Z. 
R2(config)#interface serial 0/0/0 
R2(config-if)#no shutdown  
%LINK-5-CHANGED: Interface Serial0/0/0, changed state to up 
R2(config-if)#encapsulation frame-relay  
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0, changed state to up 
R2(config-if)#ip address 192.168.0.2 255.255.255.0 
R2(config-if)#frame-relay map ip 192.168.0.1 201 broadcast  
R2(config-if)#frame-relay map ip 192.168.0.3 203 broadcast 
R2(config-if)#bandwidth 64 

Аналогично настраиваем R3: 

R3#configure terminal 
Enter configuration commands, one per line.  End with CNTL/Z. 
R3(config)#interface serial 0/0/0 
R3(config-if)#no shutdown 
%LINK-5-CHANGED: Interface Serial0/0/0, changed state to up 
R3(config-if)#encapsulation frame-relay 
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0, changed state to up 
R3(config-if)#ip address 192.168.0.3 255.255.255.0 
R3(config-if)#frame-relay map ip 192.168.0.1 301 broadcast 
R3(config-if)#frame-relay map ip 192.168.0.2 302 broadcast 
R3(config-if)#bandwidth 64 

Настройка с сабинтерфейсами 

Теперь попробуем реализовать то же самое, но с сабинтерфейсами. Отличие этого способа в том, 
что для каждого DLCI создаётся отдельный сабинтерфейс. Это нужно для работы протоколов 
динамической маршрутизации. Дело в том, что в динамической маршрутизации есть правило Split 
horizon, которое означает, что маршрутизатор не сообщает про некую сеть через тот же интерфейс, 
откуда он про неё узнал. То есть, если настраивать без сабинтерфейсов и R2 сообщит про какую-то 
сеть для R1, то R1 не сможет про неё рассказать дальше роутеру R3, так как он узнал про эту сеть с 
интерфейса s0/0/0, он не может через него же про неё сообщить. В случае использования 
сабинтерфейсов проблема решается, так как R1 узнал про эту сеть через интерфейс s0/0/0.102, а 
сообщил через s0/0/0.103. В этой топологии разные DLCI находятся на разных сабинтерфейсах, а 
значит надо поменять и ip адресацию чтобы не получилось, что у маршрутизатора два интерфейса в 
одной и той же сети. 

Пусть сети будут такие: 

1. R1 – R2 – 192.168.0.0/30 
2. R1 – R3 – 192.168.0.4/30 
3. R2 – R3 – 192.168.0.8/30 

R1# 
R1#configure terminal 
Enter configuration commands, one per line.  End with CNTL/Z. 
R1(config)#interface serial0/0/0 
R1(config-if)#encapsulation frame-relay  
R1(config-if)#no shutdown  
%LINK-5-CHANGED: Interface Serial0/0/0, changed state to up 
R1(config-if)# interface serial0/0/0.102 point-to-point  
%LINK-5-CHANGED: Interface Serial0/0/0.102, changed state to up 
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0.102, changed state to up 
R1(config-subif)#frame-relay interface-dlci 102 
R1(config-subif)#bandwidth 64 
R1(config-subif)#ip address 192.168.0.1 255.255.255.252 
\R1(config-subif)#interface serial0/0/0.103 point-to-point  
%LINK-5-CHANGED: Interface Serial0/0/0.103, changed state to up 
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0.103, changed state to up 
R1(config-subif)#ip address 192.168.0.5 255.255.255.252 
R1(config-subif)#frame-relay interface-dlci 103 
R1(config-subif)#bandwidth 64 

Настраиваем R2: 



R2#configure terminal 
Enter configuration commands, one per line.  End with CNTL/Z. 
R2(config)#interface serial0/0/0 
R2(config-if)#encapsulation frame-relay 
R2(config-if)#no shutdown 
  
%LINK-5-CHANGED: Interface Serial0/0/0, changed state to up 
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0, changed state to up 
R2(config-if)#interface serial0/0/0.201 point-to-point 
%LINK-5-CHANGED: Interface Serial0/0/0.201, changed state to up 
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0.201, changed state to up 
R2(config-subif)#frame-relay interface-dlci 201 
R2(config-subif)#ip address 192.168.0.2 255.255.255.252 
R2(config-subif)#interface serial0/0/0.203 point-to-point 
%LINK-5-CHANGED: Interface Serial0/0/0.203, changed state to up 
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0.203, changed state to up 
R2(config-subif)#frame-relay interface-dlci 203 
R2(config-subif)#ip address 192.168.0.9 255.255.255.252 

И R3: 

R3# 
R3#configure terminal 
Enter configuration commands, one per line.  End with CNTL/Z. 
R3(config)#interface serial0/0/0 
R3(config-if)#encapsulation frame-relay 
R3(config-if)#no shutdown 
%LINK-5-CHANGED: Interface Serial0/0/0, changed state to up 
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0, changed state to up 
R3(config)#interface serial0/0/0.301 point-to-point 
%LINK-5-CHANGED: Interface Serial0/0/0.301, changed state to up 
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0.301, changed state to up 
R3(config-subif)#frame-relay interface-dlci 301 
R3(config-subif)#ip address 192.168.0.6 255.255.255.252 
R3(config-subif)#interface serial0/0/0.302 point-to-point 
%LINK-5-CHANGED: Interface Serial0/0/0.302, changed state to up 
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0.302, changed state to up 
R3(config-subif)#frame-relay interface-dlci 302 
R3(config-subif)#ip address 192.168.0.10 255.255.255.252 

Как и при создании сабинтерфейсов для работы с VLAN, сам номер сабинтерфейса не говорит 
ничего о номере DLCI для связывания с DLCI используется команда frame-relay interface-dlci. Но с 
точки зрения удобства и понятности, лучше делать номер сабинтерфейса совпадающим с номером 
DLCI. 

 


